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Figure 1 SR15 digital first class pyranometer series  

Figure 2 SR15 pyranometer mounted in PoA (Plane Of 
Array) on a mast for PV performance monitoring

SR15 digital pyranometer series is a range of high-accuracy digital solar radiation sensors. It is “first class” 
according to the WMO guide and ISO 9060:1990 standard and “Spectrally Flat Class B” in the 2018 
revision. Version SR15-D1, equipped with an on-board heater, is compliant in its standard configuration 
with the requirements for “Class B” PV monitoring systems of the IEC 61724-1:2017 standard.  

New！



JD Auspice Co.,Ltd.　TEL: 886-2-8991-2796　FAX: 886-2-8991-9298 www.jdauspice.comservice@jdauspice.com

02

SR15 DIGITAL SERIES

Page 2/4. For Hukseflux Thermal Sensors go to www.hukseflux.com or e-mail us: info@hukseflux.com

Version SR15-D1

Version SR15-D2A2

Figure 3 overview of SR15: (1) cable, (2) connector, (3) 
sun screen, (4) bubble level, (5) bubble level window, 
(6) outer dome, (7) inner dome,  (8) thermal sensor with 
black coating, (9) quick release system of sun screen, 
(10) instrument body, (11) levelling feet, (12) optional 
spring-loaded levelling mount, (13) optional tube mount, 
(14) screws included with tube mount
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Figure 4 PMF01 mounting fixture accessory: practical, 
small footprint, and allowing horizontal and Plane of 
Array installations on various platforms

Figure 5 user interface of the Hukseflux Sensor 
Manager software

Figure 6 several mounting options are offered, such as 
this spring-loaded levelling mount for easy mounting, 
levelling and instrument exchanges on flat surfaces



JD Auspice Co.,Ltd.　TEL: 886-2-8991-2796　FAX: 886-2-8991-9298 www.jdauspice.comservice@jdauspice.com

04

SR15 DIGITAL SERIES

Page 4/4. For Hukseflux Thermal Sensors go to www.hukseflux.com or e-mail us: info@hukseflux.com

VERSIONS OF SR15 (part numbers)

CABLE FOR SR15,
with female M12-A connector at sensor end, stripped over 0.15 m, and conductors with 
ferrules

CABLE EXTENSION FOR SR15, 
with male and female M12-A connectors

Figure 7 SR15 with optional tube levelling mount service@jdauspice.com


