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(* 更多相關產品及規格請來電洽詢 )

•	 直 流 900/1000Vdc,	
16~2000V

•	 通 過 UL,	IEC、KEMA、
CE、BC、CSA、CCC 認
證

•	 雙軸非同步儲能驅動，雙
刀圓盤接點橋，無伸張電
弧，可安全的直接電壓下
使用

•	 自我清潔接點，高速氣流
冷卻技術

•	 符合國際環保規定，不含
鉛鎘

•	 體積小，多種安裝選擇

DC MCCB, 500~1000Vdc 16~2000A, TUV.
DC Switch, 500~1000Vdc 160~2000A, TUV.

•	 軌道式安裝，體積
小

•	 通 過 CE 認證，IEC	
60947-1 , 3 	 ; 	 EN	
60947-1,3	標準

•	 熔 絲：1	~	 50A,	
900/1000V

日 照 計 溫 度 貼 片

H Series
雙 門 型 戶外型抗紫外線

All-in-one Dual door

風 速 計 戶外型溫溼度信號傳送器

•	 具信控指示、接地視窗
•	 符合國際 IEC 規範及 CE

宣告
•	 滑軌式安裝，抽出式設計

突波保護單元。
•	 直 流 600 /1000V，

40~100KA； 交 流
120/240/385/440Vdc，
20~600KA

•	 CE/UL/CSA

•	 可客製化設計製作。
•	 符合太陽能發電系

統設備需求	。
•	 1 ~ 1 5 s t r i n g s	

1~3MPPT	plus

直 流 開 關 直流保險絲 / 保險絲座 突 波 保 護 吸 收 器 直流匯流箱 p v B o s ®

材質：ABS, PC 抗 UV
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(* 更多相關產品及規格請來電洽詢 )

產品優勢

• 易安裝：VIM-S 直接取代直流匯流箱
正極保險絲，兼具保護及監測功能，
不需更改原有箱體。

• 模組化：透過連接埠擴充模組，不需
增加配線。

• 萬筆記錄：可透過 RS485 資料收集，
及位址化。

• 量測每一串太陽能發電量，即時發現
問題。

• 長期可節省成本、提早回收投資報酬
率。

※ 電腦監控畫面，即時掌握發電狀況 ※

TCP / IP

糞 怒 鳥
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串列監測模組功能及特色
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火災緊急按鈕
Fire alarm button

手機連線
Mobile Phone

手機連線
Mobile Phone

緊急按鈕
Emergency stop push-button
Operation panel with switch position indication

直流消防安全開關
The Emergency Switch 
Motor driven / DC disconnect switch

直流絕緣接地故障監測
Earth Fault

直  流  電  弧  偵  測
Arc fault detection

更安全

N E W

消防安全開關內置電弧偵測，即早預防火災發生。 符合 NEC 690.11, 690.5

屋 頂 型 應 用 示 意 圖

原 設 置 之 直 流 開
關 箱 加 配 電 動 驅
動 、 電 弧 偵 測 及
緊 急 按 鈕 。



DC isolation box with electronic earth 
fault measurement and motor drive

• Separate earth fault measurement in posi ve and nega ve 
• wires with LED display Measurement-taking with LED display
• Motor drive with possible ac va on from a distance
• Manually operated

JD Auspice Co., LtdJDA
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Motor drive 24V Electronic earth fault measurement







NEW! Emergency
S W I T C H
FIREFIGHTER SAFETY
WWITH PHOTOVOLTA IC INSTALLAT IONS

Quickly shuts down photovoltaic
installations giving firefighters
maximum security and insight
in fire situations

Motor driven
DC disconnect switch

SoluƟon number 1　　　　　2　　　　　3　　　　　4
SWITCHGEAR SPECIFICATIONS

MANUAL SWITCH OPERATIONS

AUTOMATIC SWITCH OFF OPERATIONS

INFORMATION

Motor driven

ConvenƟonal cabling

Bus cabling

OperaƟng panel (OFF/ON)

Fire alarm system (OFF) OpƟon OpƟon

OpƟon OpƟon

OpƟon

Moblie phone (OFF)

Temperature

Supply power failure

CommunicaƟon failure

Measurement analysis

Arcing analysis

Event logging

Data logging

－ －

－

－ －

－ －

－

－

－

－

－

－

－

－

－

－

／ ／ ／ ／

－

－ －

Fire alarm button
(digital signal, pulse, NO or NC)

Specifications

Fire alarm button
Fire alarm button

M
disconnect switch
Motor driven

sconnect switch

The Emergency Switch

Emergency stop push-button
(digital signal, pulse, NO or NC)

Mobile Phone

Emergency stop push-button

Operating panel with switch 
position indication
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SOLUTION 1
Motor driven switch with analog cable connection

• Switch off when “emergency out” buƩon is pressed
• Can be reset using remote control panel-aŌer periodic 
   funcƟon check of emergency system or aŌer (false) alarm.
• Consumes no power when not in operaƟon
• Stays in posiƟon when mains power fails
• One core cable provides easy feedback signal for 
   switch posiƟon
• Independent disconnecƟon of strings

+ + + - - -

+ + + - - -

24 Vdc

EMERGENCY SWITCH

OPERATING PANEL

MotorX-type

SOLUTION 2
Motor driven switch with activated by mobile phone signal

• AcƟvate switch-off by mobile phone using mobile phone 
   module for sending feedback informaƟon to and from 
   preselected telephone numbers
• Can also be acƟvated by fire department itself
• Can be reset remotely - aŌer periodic funcƟon check of 
   emergency system or aŌer (false) alarm
• Consumes no power when not in operaƟon
• Stays in posiƟon when mains power fails
• Independent disconnecƟon of strings24 Vdc

24 Vdc

EMERGENCY SWITCH

OPERATING PANEL

+ + + - - -

+ + + - - -

X-type Motor

Mobile phone
Comm. Module

Electronics

SOLUTION 3&4
Motor driven switch with bus connection to operating panel

• As soluƟon 2 with motor-driven switch disconnect
• Independent disconnecƟon of strings
• With bus connecƟon for communicaƟon between operaƟng 
   panel and switch box(es)
• OpƟonal mobile phone module for acƟvaƟon and sending 
   feedback informaƟon to pre-selected telephone
• OpƟonal PV system fault detecƟon and turning mulƟpole 
   switch to safe mode depending on system fault 
   (e.g. serial & parallel earth faults) 

+ + + - - -

+ + + - - -

24 Vdc

Fire alarm
system

24 Vdc

EMERGENCY SWITCH

OPERATING PANEL

Electronics

Comm. Module

X-type Motor

Backup PowerMeasurements
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P-type Disconnect
According to the UL508  standard
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*1.  two poles in series generate a one pole switch for switching off one electrical 
*1.  circuit of the nominal current at 600VDC
*2.  the 200A is only cerƟfied with two independent poles for one electrical circuit 
*3.  combinaƟon switches AC/DC on request
*4.  auxiliary contacts are available

 These combinaƟons are UL508 cerƟfied 

JD Auspice Co., LtdJDA DC switch



P-type Disconnect
According to the IEC standard
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• See “Switches Catalogue” for type coding for posiƟon selecƟon opƟons
• Together with indicaƟon plates and boƩom and / or top mounƟng versions. 
• Customized shaŌ lengths.
• See “Accessories Switches” for all available accessories.

JD Auspice Co., LtdJDA DC switch
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008 036004 052 061

100, 125, 160 125, 160, 200, 250 300, 400 500, 630 700, 800

4 ,3 ,24 ,3 ,24 ,3 ,24 ,3 ,24 ,3 ,2

P4P4P4P4P4

P3 P3P3 P3P3

P2P2P2P2P2

TS160 TS250 TS400 TS630 TS800

N H L N H   L N H L N H L N H L

50 85 100 50 85 100 50 85 100 50 85 100 50 85 100

50 85 100 50 85 100 50 85 100 50 85 100 50 85 100

50 85 100 50 85 100 50 85 100 50 85 100 50 85 100

直流斷路器MCCB
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MCCB for DC Application
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MCCB is suitable for DC applica on such as Photovoltaic Circuit Breaker, UPS and datacenter
DC short circuit test tested by VDE
Higher nominal voltage range up to 1000 VDC
Rated Current : 16A~800A
No of Pole : 2/3/4Pole
Available for AC/DC applica on

)FA( ezis emarF

)A(nI ,tnerruc detaR

)eloP(seloP fo .oN

Rating (DC) 1000V

750V

500V

Rated service Type

breaking  1000V (4P)

)P3( V057)CD(

500V (2P)

Trip unit 

FTU ((fixed-thermal, fixed-magnetic)

FMU (adjustable-thermal, fixed-magnetic)

ATU (adjustable-thermal, adjustable-magnetic)

 001061 001

16, 20, 25, 32, 40,
100, 125, 160 40, 50, 63, 80, 100

50, 63, 80, 100

4 ,3 ,24 ,3 ,24 ,3 ,2

P4P4P4

 P3P3 P3

P2P2P2

TD100 TD160 TS100

N H L N H L

42 65 100 42 65 100

42 65 100 42 65 100

42 65 100 42 65 100 

- - - - - -

N H L

50 85 100

50 85 100

50 85 100

- - - 

Exemplary circuit diagrams

Load

DC500V (2P)

Load

DC750V (3P)

Load Load

DC1000V (4P)
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