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SURGE IMMUNITY TEST DATA 
 

 
 Test Date : Feb. 07, 2013

Test Specification IEC 61000-4-5 

Test Equipment Calibration Date Recommended Recal. Date

Lightning Surge Simulatorm \ Noiseken \ 
LSS-15AX Feb. 29, 2012 Feb. 28, 2013 

Climatic Condition Ambient Temperature: 21 °C Relative Humidity: 58 %RH 

 Atmospheric Pressure:  998 mbar 

Power Supply System AC Power:  254  Vac  60  Hz 

Operating Conditions of The Device Power on 

 

Waveform: 1.2/50μs(8/20μs) Repetition rate: 60 sec Times: 5 times/each condition

\Phase
\Voltage \Mode \Polarity \Result 0 0 90 0 180 0 270 0 

+ A A A A L1-L2 - A A A A 
+ A A A A L1-N - A A A A 
+ A A A A L1-PE - A A A A 
+ A A A A L2-N - A A A A 
+ A A A A 

6.0kV 

L2-PE  
- A A A A 

 
Result: ■ Complied □ Does not comply  
Criterion Required: B Criterion Met: A 
Note: 
 
 

” A” means the EUT continued to operate as intended. No degradation of performance or loss 
of function was allowed below a performance level specified by the manufacturer, when the 
EUT was used as intended. 
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